You can read the recommendations in the user guide, the technical guide or the installation guide for BLAUPUNKT ACR 3250.
You'll find the answers to all your questions on the BLAUPUNKT ACR 3250 in the user manual (information, specifications,
safety advice, size, accessories, etc.). Detailed instructions for use are in the User's Guide.
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... @@On Off To adjust the volume: Turn the knob. @@3 Fast winding/Cassette removal 2 seconds.
REG ON/REG OFF is displayed for approximately 2 seconds. @@7 TA (Traffic Announcement = priority for traffic anouncements) If "TA" is displayed, the
system will play traffic programme stations only. TA on/off: Press the TA button. 8 1 to 6 To store and recall stations. @@@@@@If the display shows "m",
manual tuning is adjusted.
@@Cassette removal Push the button fully. 4 Cassette loading slot Insert tape (side A or 1 up; the open side facing to the right). 5 FM To shift between the
FM memory banks: Toggle button until the desired bank is indicated in the display (I, II or "T"). 6 AF (Alternative Frequency during RDS operation) When
"AF" lights up in the display, the radio will automatically search for a frequency offering better reception of the same RDS programme. To switch AF on/off:
Press AF briefly. Extra function: Hold down the button for approximately Use the buttons to alter the selected setting. The adjusted value is indicated in the
display. The last setting will be stored automatically. If the setting remains unchanged within 8 seconds, the display will switch back to the previous condition.
14 Extra function: To switch between stereo and mono: Hold down the button for approximately 2 seconds.
With stereo playback, the stereo sign " " will appear in the display. : TS Travelstore To store and recall the six most powerful stations of the respective
reception area automatically. To store with Travelstore: Press TS briefly. The seek tuning process starts; the stations found will be stored automatically.
@@@@ manual, if "m" lights up in the display. Toggle by pressing the lo·m button. @@@@Do not ground the loudspeaker outputs! Use only the accessory
and replacement parts approved by Blaupunkt. This car radio is supplied with inactive code protection. @@@@@@In such a case it can only be made
operable again by entering the correct code number given in the car radio passport. Traffic safety As the driver of a motor vehicle, it is your responsibility to
pay attention to the traffic situation at all times.
Never use your car radio in a way that could distract you. Please keep in mind that you travel a distance of 14 m per second at a speed of only 50 km/h.
Should the traffic situation become particularly demanding, we advise you not to use the radio. Always make sure that you are still able to hear any warning
signals coming from outside of the vehicle, such as police or fire engine sirens, so that you can react accordingly. Therefore, you should always select a
moderate volume for playing your car radio while you are driving.
Entry of a wrong code number It should not be possible for a thief to find out the correct code number by trial and error. This is why the set will be blocked
for a certain period of time after a wrong code number has been entered. The display will then show "CODE ERR". After the first three unsuccessful attempts
the system will lock for 10 seconds; after further attempts, the waiting time extends to one hour. After 19 unsuccessful attempts the display will show "OFF".
In this case you can no longer re-start the unit. Note: Keep your car radio passport with the code number in a safe place in order to avoid 16 "unauthorised
access" to your car radio. When the security code system is activated, the unique code must be entered each time the power to the unit was interrupted.
@@@@@@@@Turn on the radio. The display shows "CODE". Briefly press the FM button; the display shows "0000". Enter the code number given in the
Blaupunkt car radio passport. Example: The code number is 2521. - Press the FM button twice; the display shows "2000". - Press the AF button five times;
the display shows "2500".
@@@@@@@@@@The display shows "CODE". @@@@@@@@@@When RDS is activated, the station buttons become programme buttons.
@@@@@@@@Press the AF button for approximately 2 seconds until "REG OFF" appears. When active, "REG ON" will be briefly displayed each time the
radio is switched on. · Selecting a station With this car radio you can receive FM stations from 87.5 to 108 MHz. @@@@@@@@@@Manual tuning
Prerequisite: "m" lights up in the display. Toggle the lo·m button until "m" is displayed. @@@@If this signal is identified, "TP" will appear in the display
(Traffic Programme). In addition to these, there are also stations which do not actually transmit traffic programmes themselves, but by using RDSEON they
offer the possibility to receive the traffic messages broadcast by another traffic programme station in the same radio network.
If you listen to one of these stations (e.g. NDR3), "TP" will appear in the display as soon as the priority for traffic programme stations has been activated, i.e.
"TA" must be displayed.
If a traffic announcement is broadcast, the radio will automatically switch to the linked traffic programme station (in this case, NDR2) for the duration of the
message and return to the original programme (NDR3) afterwards. To switch the priority on or off: · Press the TA button. When pressing TA while a message
is being broadcast, this message will be interrupted. The unit will then switch back to the previous condition. The priority for other traffic messages remains
active.
Warning beep If you leave the reception area of the traffic programme station currently tuned into, you will hear a warning beep after approximately 30
seconds. This alarm tone will also be released when pressing a preset button which has no traffic programme allocated to it. Switching the warning beep off
a) Tune into another station offering traffic information: · · Press or press one of the preset buttons 1-6 and tune into a stored traffic programme station.
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@@@@@@When leaving the reception area of the tuned in traffic programme station while listening to a tape or after having turned down the volume
completely, the system will automatically start searching for a new TA programme. If no such station is found within approximately 30 seconds, tape
operation will be stopped and a warning beep will sound. @@@@@@@@After approximately 100 hours of use, dust particles collected on the playback
head or roller may lead to tape run problems and sound distortions. Use a head cleaning tape to remove normal dirt build-up. For tougher cases, use a cotton
swab (Q-Tip) soaked with alcohol. Do not attempt to clean by inserting a hard object into the player! Insert the tape with side A or 1 showing up, the open
side facing to the right. Removing a tape · Press .
The cassette will eject. Adjusting the volume for traffic announcements and the warning beep This volume was preset at the factory. Starting and stopping
Fast Forward button half-way. · press the 21 PORTUGUÊS ESPAÑOL SVENSKA Fast Forward NEDERLANDS ITALIANO The display shows "TAPE" while
the tape is being played. FRANÇAIS ENGLISH DEUTSCH Tape operation Appendix Specifications Amplifier Output power: 2 x 10 W RMS .
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