You can read the recommendations in the user guide, the technical guide or the installation guide for D-LINK DES-1024D. You'll
find the answers to all your questions on the D-LINK DES-1024D in the user manual (information, specifications, safety advice,
size, accessories, etc.). Detailed instructions for use are in the User's Guide.
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Manual abstract:
This device integrates 100Mbps Fast Ethernet and 10Mbps Ethernet network capabilities into one highly flexible solution. Purpose This guide discusses how
to install your DES-1024D. Terms/Usage In this guide, the term âSwitchâ (first letter upper case) refers to your 24-port 10/100Mbps Fast Ethernet
Switch, and âswitchâ (first letter lower case) refers to other Ethernet switches. overview of this Userâs Guide Introduction. Describes the Switch
and its features. unpacking and Installation. Helps you get started with the basic installation of the Switch. identifying External Components. @@ technical
Specifications. @@@@Fast Ethernet Technology Ethernet, along with its speedier counterpart Fast Ethernet, is the most popular networking standard in use
today.
100BaseT Fast Ethernet is an extension of the 10BaseT Ethernet standard, designed to raise the data transmission capacity of 10BaseT from 10Mbits/sec to
100Mbits/sec. An important strategy incorporated by 100BaseT is its use of the Carrier Sense Multiple Access with Collision Detection (CSMA/CD) protocol which is the same protocol that 10BaseT uses - because of its ability to work with several different types of cable, including basic twisted-pair wiring. Both of
these features play an important role in network considerations, and they make 100BaseT an attractive migration path for those networks based on 10BaseT.
Since the 100Mbps Fast Ethernet is compatible with all other 10Mbps Ethernet environments, it provides a straightforward upgrade and takes advantage of
the existing investment in hardware, software, and personnel training. 2 Switching Technology Switching is a cost-effective way of increasing the total
network capacity available to users on a LAN.
If an Ethernet network begins to display symptoms of congestion, low throughput, slow response times, and high rates of collision, installing a switch to an
network can preserve much or all of the existing network's cabling and workstation interface card infrastructure while still greatly enhancing the throughput
for users. A switch is a viable solution even if demanding applications, such as multimedia production and video conferencing, are on the horizon. The most
promising techniques, as well as the best return on investment, could well consist of installing the right mixture of Ethernet switches. A switch increases
capacity and decreases network loading by dividing a local area network into different LAN segments. Dividing a LAN into multiple segments is one of the
most common ways of increasing available bandwidth.
@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@Setup The setup of the DES-1024D can be performed by using the following steps: 1.
The surface must support at least 11 lbs (5 kg). 2. The power outlet should be within 6 feet (1. Visually inspect the power cord and see that it is secured fully
to the AC power outlet. 4. Make sure that there is adequate ventilation around the Switch. 5. Do not place heavy objects on the Switch. 5 Desktop Installation
When installing the DES-1024D on a desktop or shelf, the rubber feet included with the device should be attached first, to minimize scratching or scarring of
the surface on which the Switch is placed.
Attach these cushioning feet on the bottom at each corner of the device. Allow enough ventilation space between the device and the objects around it. Fast
Ethernet Switch installed on a Desktop or Shelf Rack Mounting The DES-1024D can be mounted in an EIA standard-size 19-inch rack, in a wiring closet with
other equipment. Attach the mounting brackets on each side of the Switchâs front panel (as shown in the illustration below), and secure them with the
screws provided. Attaching the mounting brackets to the Switch 6 Installing the Switch in an equipment rack 7 I DENTIFYING E XTERNAL C OMPONENTS
Front Panel The figure below shows the front panels of the switch. 24-port 10/100Mbps Fast Ethernet Switch LED Indicator Panel Refer to the next chapter
for detailed information about each of the switchâs LED indicators. Power (PWR) This green LED indicator illuminates when the switch is receiving
power; otherwise, it is off. @@@@@@Twisted-Pair Ports These ports support automatic MDI/MDIX crossover detection function providing true âplug
and playâ connectivity, which eliminates the need for crossover cables or uplink ports. Any port can be simply plugged to a server, workstation, or hub
using the usual straight-through, twisted-pair cable. .
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