You can read the recommendations in the user guide, the technical guide or the installation guide for EPSON EXPRESSION
PHOTO XP-55. You'll find the answers to all your questions on the EPSON EXPRESSION PHOTO XP-55 in the user manual
(information, specifications, safety advice, size, accessories, etc.). Detailed instructions for use are in the User's Guide.
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Manual abstract:
The contents of this manual and the specifications of this product are subject to change without notice. no CD/DVD drive / Mac OS X http://epson. Sn Visit
the website to start the setup process, install software, and configure network settings. You can open the User’s Guide (PDF) and Network Guide (PDF) from
the shortcut icon, or download the latest versions from the following website. @@The PIN code for PIN Code Setup (WPS) is also printed. Press this button
to load paper or CD/DVD. Turns on or flashes when paper is out or a paper jam occurs. @@Hold this button down for three seconds to run print head
cleaning. @@Press this button to stop printing and eject the paper or CD/DVD. Turns on or flashes when an error occurs such as when the output tray is not
extended or the printer cover is open.
See the online User’s Guide for additional functions you can perform with different combinations of buttons. To/a Green light (left) turns on while the printer
is connected to a wireless (Wi-Fi) network. Yellow light (right) turns on while the printer is connected to a wired network. Hold this button down for more
than three seconds to perform Wi-Fi auto setup (AOSS/WPS) . When a network error occurs, pressing this button cancels the error.
See the Network Guide for more details. Visit the website to install Epson iPrint application, start the setup process, and configure network settings. Do not
open the ink cartridge package until you are ready to install it in the product. The cartridge is vacuum packed to maintain its reliability. Com/ Do not connect
a USB cable unless instructed to do so.
Using your mobile device, you can print from any location worldwide to your Epson Connect compatible product. Visit the website for more information.
Loading paper in the paper casette Chargement de papier dans l’unité papier Einlegen von Papier in die Papierkassette Papier in de papiercassette laden F
Completely extend the output tray. @@@@The ink cartridges move to the ink cartridge replacement position. Slide the edge guides to the sides of the paper
cassette. B C C Slide the edge guide to adjust to the paper size you will use. Send the print data from the computer. Make sure you select the rear paper feed
slot as the paper source. @@@@Open the printer cover and press the H button. Remove new ink cartridge from its package, and then remove the cap.
@@E Open the rear paper feed slot cover and raise the paper support. Slide the edge guides to the edges of the paper. @@@@@@It is finished, the P light
stops flashing and Ink charging starts. Details of the error are displayed on the computer screen. @@@@The printer cover is open. @@You are ready to
print from the rear paper feed slot. 2-sided printing is not available for the paper size you loaded. You are ready to insert the CD/DVD tray. The CD/DVD
tray is not inserted correctly. Load paper in the paper cassette 1 or 2, and then press the button.
Holding down the H button the printer. When the P B Whileon, release the H button. @@Hold down H for three seconds, and light flashes, release H. Pull
out the rear cover and carefully remove the jammed paper. Load a single sheet of paper, and then press the button.
Load the correct size of paper, and then press the button. @@Open the rear cover and carefully remove the jammed paper. @@For information on Epson’s
ink cartridge yields, please visit the website. Paper is not loaded correctly in the rear paper feed slot or a paper jam has occurred. Eu/pageyield
Light/Voyant/Lampe/Lampje Situation/Problème/Situation/Toestand Paper is ejected, as the paper is too far inside the rear paper feed slot.
The paper size you loaded differs from the paper size selected in the print settings. An ink cartridge is expended or there is insufficient ink in the cartridge to
charge the ink. An ink cartridge has not been recognized, even when you install a new ink cartridge. You can print until the H light turns on.
Solution/Solution/Lösung/Oplossing Load paper correctly in the rear paper feed slot, and then press the button. Load the CD/DVD correctly, and then press
the button. Solution/Solution/Lösung/Oplossing Note the following and set up the Wi-Fi network again. o Set the Wi-Fi access point to Wi-Fi setup mode.
@@@@Wait for a while, and then try again. @@If the error is not cleared, contact Epson support.
Follow the steps below to try to update the firmware again. 1. Connect the computer and the printer with a USB cable. 2. Visit your local Epson website to
download the latest firmware and start installing. See the instructions on the download page for more details. Remove the jammed paper, and then press the
button. Load the correct size of paper in the printer, and then press the button. Replace with a new ink cartridge. A security error has occurred when
connecting to a Wi-Fi network.
The firmware update failed (recovery mode). Prepare a new ink cartridge. You can check the ink levels from the computer. .
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