You can read the recommendations in the user guide, the technical guide or the installation guide for EPSON L1800. You'll find the
answers to all your questions on the EPSON L1800 in the user manual (information, specifications, safety advice, size, accessories,
etc.). Detailed instructions for use are in the User's Guide.
User manual EPSON L1800
User guide EPSON L1800
Operating instructions EPSON L1800
Instructions for use EPSON L1800
Instruction manual EPSON L1800

You're reading an excerpt. Click here to read official EPSON L1800
user guide
http://yourpdfguides.com/dref/5592152

Manual abstract:
The ink bottle is vacuum packed to maintain its reliability. Epson  ﺣﺒﺮ ﻏﻴﺮ ﺃﺻﻠﻲ ﺇﻟﻰ ﺣﺪﻭﺙ ﺗﻠﻒ ﺍﻝ ﺗﺸﻤﻠﻪ ﺿﻤﺎﻧﺎﺕH Hook the tank onto the
product.  ﺍﻣﻠﻨﺘﺞ ﻓﻲ ﺍﺧﻠﺰﺍﻥ ﺛﺒﺖMake sure to hook the tank unit before printing. @@Ink may splatter when the ink tanks are *412626400* ink.
color ink the Match  @@ﻗﻢ ﺑﺎﻟﻔﺘﺢ ﻭﺍﻟﻔﻚ.leak may ink otherwise ;tightly cap bottle ink the Close@@ .close then and ,remove ,off Snap @@ﻓﻚ
with the tank, and then fill with all of the ink.  ﺍﻟﻮﺍﻗﻴﺔ ﺍﻣﻠﻮﺍﺩ ﺟﻤﻴﻊ ﺑﺈﺯﺍﻟﺔ ﻗﻢOO Use the ink bottles that came with your product. OO Even if
some ink bottles are dented, the quality and quantity of ink are guaranteed, and they can be used safely. OO Epson cannot guarantee the quality or reliability
of non-genuine ink.
The use of non-genuine ink may cause damage that is not covered by Epson’s warranties.  ﺃﻏﻠﻖPress H for 3 seconds until P starts flashing. charging ink
takes about 22 minutes. Wait until the light stays on.  ﺑﻴﻘﺎﺕDo not connect a USB cable unless instructed to do so.
y tinta de niveles los de Comprobación recharge et encre‘d niveaux des Contrôle Ink Refilling and Levels Ink Checking cc ﺍﻝ ﺗﻀﻊ ﺯﺟﺎﺟﺎﺕ ﺍﺣﻠﺒﺮ
rellenado de tinta Verificar os níveis de tinta e de reabastecimento  ﺍﻟﺘﺤﻘﻖ ﻣﻦ ﻣﺴﺘﻮﻳﺎﺕ ﺍﺣﻠﺒﺮ ﻭﺍﺣﻠﺒﺮ ﺍﻣﻠﻌﺪ ﺇﻟﻌﺎﺩﺓ ﺍﻟﺘﻌﺒﺌﺔcc cc OO
Do not load paper above c mark inside the edge guide. Windows Insert the CD, and then follow the on-screen instructions. ﺃﻟﻌﻠﻰ ﻣﺘﺠﻬﺎ ﺑﺎﻋﺔO O ً
Keep the product level as you transport it. Otherwise, ink may leak. As you transport the ink bottle, be sure to keep it upright when tightening the cap, and
take measures to prevent ink from leaking.
If an ink level is below the lower line, refill the ink.  ﺍﻟﺘﺴﺮﺏ ﻣﻦ ﺍﺣﻠﺒﺮ ﻣﻠﻨﻊ ﺍﻟﺘﺪﺍﺑﻴﺮcc Windows (No CD/DVD drive) Mac OS X Visit the Epson
website to install the applications.  ﺍﺇﻟﻐﺎﻟﻖ ﺃﺣﻜﻢmove it, print and the cc After you ink tanks,remove the tape securing thelock toheadunlocked covers
of then set the transportation the http://support. If you notice a decline in print quality, run a cleaning cycle or align the print head.  ﺑﺎﻋﺔOO To confirm the
actual ink remaining, visually check the ink levels in all of the product’s tanks. @@ oO The L1300 has two black ink tanks. Make sure the ink level for both ink
tanks is above the lower line. @@@@@@@@@@Load paper in the rear paper feed correctly and press b.  ﻋﻠﻰThe paper has jammed in the product.
@@Or for L1300, when you start printing, the printer cover is open.
close the printer cover. You can cancel your print job by pressing +. Turn the product off and then back on. @@Follow steps A to L in section 2 to complete
initial ink charging. @@@@@@@@@@@@@@@@@@@@Open the printer cover and remove all of the paper inside, including any torn pieces.
 ﺍﺣﺮﺹ ﻋﻠﻰ ﺃﺍﻝ.website following the from versions latest the download or ,icon shortcut the from (PDF) Guide s‘User the open can You ﻛﻬﺮﺑﻴﺔ
do and children of reach the of out unit tank ink the and bottles ink Keep ٍ ﻳﻨﺴﻜﺐ ﺳﺎﺋﻞ ﺇﻟﻰ ﺍﻣﻠﻨﺘﺞ ﻭﻋﻠﻰ ﺃﺍﻝ ﻣﺘﺴﻚ ﺍﻣﻠﻨﺘﺞ ﺑﺄﻳﺪ ﻣﺒﺘﻠﺔ
not drink the ink. Eu/Support B Be sure your AC power cord meets the relevant local safety standard. ﺍﺃﻟﻤﺎﻥ ﻣﻠﻌﺎﻳﻴﺮ ﺍﻣﻠﺘﺮﺩﺩ ﺍﻟﺘﻴﺎﺭ ﺍﻗﺔ
in explained specifically as except ,yourself by unit printer or ,plug ,cord power the repair to attempt or ,modify ,disassemble Never ﺍﺣﻤﻠﻠﻴﺔ ﺫﺍﺕ ﺍﻟﺼﻠﺔ
the product’s guides.  ً ﺍﺣﻠﺒﺮ ﺗﺸﺮﺏ ﻭﺍﻝ ﻓﺎﻝDo not tilt or shake an ink bottle after removing its seal; this can cause leakage.
If the jammed paper remains near the rear paper feed, carefully remove the paper. ﺇﺯﺍﻟﺔ ﺑﻌﺪ ﺭﺟﻬﺎ ﺃﻭ ﺍﺣﻠﺒﺮ ﺯﺟﺎﺟﺔ ﺑﺈﻣﺎﻟﺔ ﺗﻘﻢ ﺍﻝ
.changes temperature or impacts to them subject not do and upright bottles ink the keep to sure Be ﺳﺪﺍﺩﺗﻬﺎ؛ ﻓﻘﺪ ﻳﺘﺴﺒﺐ ﺫﻟﻚ ﻓﻲ ﺗﺴﺮﺏ ﺍﺣﻠﺒﺮ
carefully ,tray output the inside remains paper jammed the If C ﺍﺑﻌﺔ ﺑﻨﻔﺴﻚ ﺑﺎﺳﺘﺜﻨﺎﺀ ﻣﺎ ﻫﻮ ﻣﻮﺿﺢ ﻓﻲ ﺃﺩﻟﺔ ﺍﻣﻠﻨﺘﺞ ﻋﻠﻰ ﻭﺟﻪ ﺍﺧﻠﺼﻮﺹ
remove the paper. ﺍﺇﻟﺨﺮﺍﺝ ﺩﺭﺝ ﺩﺍﺧﻞ ﺍﻣﻠﻨﺤﺸﺮ ﺍﻟﻮﺭﻕ ﺑﻘﺎﺀ ﺣﺎﻟﺔ ﻓﻲ،  ﺑﺤﺮﺹ ﺍﻟﻮﺭﻕ ﺃﺯﻝUnplug the product and refer servicing to
qualified service personnel under the following conditions: The power cord or plug is damaged; liquid has entered the product; the product has been dropped
or the casing damaged; the product does not operate normally or exhibits a distinct change in performance. Do not adjust controls that are not covered by the
operating instructions.
@@If ink gets into your eyes, flush them immediately with water. @@@@@@России Срок службы: 3 года The contents of this manual and the
specifications of this product are subject to change without notice.  ﻋﻠﻰPlace the product near a wall outlet where the plug can be easily unplugged. .
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