You can read the recommendations in the user guide, the technical guide or the installation guide for EPSON L220. You'll find the
answers to all your questions on the EPSON L220 in the user manual (information, specifications, safety advice, size, accessories,
etc.). Detailed instructions for use are in the User's Guide.
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Manual abstract:
C H O Use the ink bottles that came with your printer. O Epson cannot guarantee the quality or reliability of non-genuine ink. The use of non-genuine ink may
cause damage that is not covered by Epson’s warranties. @@Ink may splatter when the ink tanks are filled or refilled with ink. If ink gets on your clothes or
belongings, it may not come off. @@D K Snap off, remove, and then close tightly. C Important; must be observed to avoid damage to your equipment. @@E
Turn on the printer and wait until P stops flashing. L Match the ink color with the tank, and then fill with all of the ink. 3 A Press y for 3 seconds until P starts
flashing.
Q O Do not open the ink bottle package until you are ready to fill the ink tank. The ink bottle is vacuum packed to maintain its reliability. O Even if some ink
bottles are dented, the quality and quantity of ink are guaranteed, and they can be used safely. Wait until the light turns on. Do not pull the tubes.
Print Quality Help Aide concernant la qualité d’impression Ayuda sobre calidad de impresión Ajuda sobre a Qualidade de Impressão Q Do not load paper
above H mark inside the edge guide. Q Copying Copie Copia Cópia c Make sure to hook the tank unit before printing. Do not lay the unit down, or position it
higher or lower than the printer. A If you see missing segments or broken lines in your printouts, try the following solutions. B Open the document cover and
place your original face-down on the scanner glass.
Align the original with the front right corner of the glass. Basic Operations / Opérations courantes / Funcionamiento básico / Operações básicas Guide to
Control Panel Légende du panneau de commande Guía del panel de control Guia do painel de controlo Slide the edge guide to the left. Print a nozzle check
pattern to check if the print head nozzles are clogged. Turn off the printer, and then turn it back on while holding down y. If you notice any missing segments
or broken lines as shown in (b), go to step B. @@Load paper with the printable side face-up. @@O Hold down y and press one of the x buttons to copy in
draft mode. D Run the print head cleaning. Hold down y for 3 seconds until the power light starts flashing. @@Slide the edge guide against the paper, then
close the feeder guard.
@@@@No paper is loaded, or multiple sheets were fed at the same time. Load paper in the rear paper feed correctly and press x r or r x.
@@@@@@Remove all of the paper inside, including any torn pieces. @@@@Doing so may cause a malfunction. @@@@Make sure you visually check
the ink levels. @@@@Use of another cord may cause fire or shock. Do not use the cord with any other equipment. Be sure your AC power cord meets the
relevant local safety standard. @@@@Ink Bottles / Flacons d’encre / Recipientes para tinta / Garrafas de tinta BK 664 C 664 M 664 Y 664 c Do not tilt or
shake an ink bottle after removing its seal; this can cause leakage. C Keep the printer level as you transport it.
Otherwise, ink may leak. As you transport the ink bottle, be sure to keep it upright when tightening the cap, and take measures to prevent ink from leaking. Be
sure to keep the ink bottles upright and do not subject them to impacts or temperature changes. Use of genuine Epson ink other than specified could cause
damage that is not covered by Epson’s warranties. Except as specifically explained in your documentation, do not attempt to service the printer yourself.
Do not let the power cord become damaged or frayed. C After you move it, remove the tape securing the print head. If you notice a decline in print quality,
run a cleaning cycle or align the print head. Place the printer near a wall outlet where the power cord can be easily unplugged. If ink gets on your skin, wash
the area thoroughly with soap and water.
If ink gets into your eyes, flush them immediately with water. If discomfort or vision problems continue after a thorough flushing, see a doctor immediately.
@@@@@@Take care not to spill liquid on the product and not to handle the product with wet hands. России Срок службы: 3 года The contents of this
manual and the specifications of this product are subject to change without notice. .
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