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Manual abstract:
Example (bold type) indicates a specific control or rear-panel connection on the subwoofer EXAMPLE (OCR type) indicates a control or switch position on
the subwoofer 0 (number in a circle) indicates a rear-panel control or connection on the subwoofer 2 TABLE OF CONTENTS Introduction Introduction
Thank you for purchasing the Harman Kardon HKTS 2, with which you're about to begin many years of listening enjoyment. The HKTS 2 has been customdesigned to provide all the excitement and power of the music and cinema experience in your own living room. While sophisticated electronics and state-oftheart speaker components are hard at work within the HKTS 2, hookup and operation are simple. Color-keyed cables and connections, and simple controls
make the HKTS 2 easy to use. To obtain maximum enjoyment from your new music and home theater speaker system, we urge you to take a few minutes to
read through this manual. @@@@@@The HKTS 2 subwoofer is easy to connect to your system, since it's equipped with a special subwoofer input for use
with equipment that has a dedicated subwoofer connection that carries a low-frequency output. @@@@@@Harman Kardon invented the high-fidelity
receiver fifty years ago. @@ Complete 2.1 home theater and music speaker system Speakers are magnetically shielded for placement near video monitors
Fully color-coded cables and connections simplify setup Both line- and speaker-level inputs for use with most audio components Subwoofer input offers
superior-quality bass reproduction when used with any digital audio system that incorporates bass management or programmable crossovers Two wall-mount
brackets Included One powered subwoofer Two satellites for left, right and surrounds, with color-key stickers (shown with included shelf stands attached)
Description and Features The HKTS 2 is a three-piece home theater speaker system that includes a 10-inch, 200-watt, bass-reflex powered subwoofer; two
identical, 2-way dual-driver satellite speakers for use in the left and right front speaker positions; shelf stands and wall-mount brackets for the two satellites;
and all of the speaker cables you need to connect your speakers to your receiver or preamp/processor and amplifier. The speaker cables and speakers all use
a color-coding system to conform to the CEA standard.
The color-coding system minimizes confusion, especially when the HKTS 2 system is used with a Harman Kardon receiver. One RCA cable for connection to
subwoofer (purple) Two 6-meter speaker cables for connection to front satellites (red and white) INTRODUCTION 3 Rear Panel Connections SUB-TS2 For
use with HKTS 2BQ,HKTS 2WQ HKTS 2 System RISK OF ELECTRIC SHOCK DO NOT OPEN CAUTION 0 Subwoofer-Level Control 1 High-Cut (LowPass) Filter Switch 2 Trigger Input 3 Phase Switch 4 Line-Level Subwoofer (SUB) Input 5 Line-Level Full-Range Inputs 6 Speaker-Level Outputs 7 SpeakerLevel Inputs 8 Master Power Switch 9 AC Power Cord 0 Subwoofer-Level Control: Volume may be adjusted using the Subwoofer-Level Control. Turn the
control clockwise to increase the subwoofer's volume, or counterclockwise to decrease it. 1 High-Cut (Low-Pass) Filter Switch: Placing this switch in the ON
position activates circuitry that cuts out all audio input signals above 120Hz. This allows the subwoofer to focus its power on reproducing the low-frequency
portion of the signal, avoiding inefficiency and distortion.
Engage this filter when using the Speaker-Level Inputs 7, or when using the Line-Level Full-Range Inputs 5, unless your receiver or processor processes its
line-level output using a low-pass filter. The filter has no effect when the Sub Input 4 is used. 2 Trigger Input: Some receivers or sound processors have a
Trigger Output that sends a signal to the subwoofer to switch on or off. If your receiver has such a Trigger Output, connect it here.
@@@@@@@@@@@@@@In most cases, the Phase Switch 3 should be left in the NORMAL position.
However, it does no harm to experiment with the Phase Switch 3, and you may leave it in the position that maximizes bass response. 4 Line-Level Subwoofer
(SUB) Input: Connect the subwoofer output of a receiver with digital surround sound decoding, such as Dolby* Digital or DTS®, to this input. This input
bypasses the subwoofer's internal crossover circuitry, and should only be used with a filtered signal. If your receiver does not have digital decoding, you
should use the Line-Level Full-Range Inputs 5 instead. 5 Line-Level Full-Range Inputs: Connect the line-level subwoofer output or preamp output(s) of your
receiver or amplifier to these inputs. If your receiver does not have a separate subwoofer output, use a Y-adapter (not supplied) to bridge the receiver's
preamp output to the main amp input for that channel, and connect the long end of the adapter to the corresponding line-level input on the subwoofer. If your
receiver has only a single subwoofer output, you may connect it to either the left or right linelevel input on the subwoofer, and no Y-adapter is needed. 6
Speaker-Level Outputs: If you are using the Speaker-Level Inputs 7 on the subwoofer, you should connect these bindingpost terminals to your front left and
right speakers, remembering to maintain polarity by connecting the (+) terminal on the subwoofer to the (+) terminal on the speaker, and the () terminal on
the subwoofer to the () terminal on the speaker. If you are not using the Speaker-Level Inputs 7, then connect your front left and right speakers directly to your
receiver or amplifier. See pages 9 through 12 for further information on speaker connections.
7 Speaker-Level Inputs: Connect these binding-post terminals to the main left and right speaker terminals of your receiver or amplifier, if your receiver or
amplifier does not have a linelevel subwoofer output. @@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@@In that case, you will
need to supply a second interconnect cable. @@@@@@@@@@@@@@@@@@@@@@If you suspect that the subwoofer is playing out of phase with
the other speakers, which would tend to diminish bass response, try placing this switch in the REVERSE position. There is no harm in experimenting, and you
may return the switch to the NORMAL position at any time. If you rearrange your room and reposition the speakers, it would be a good idea to check whether
they are in phase by flipping this switch. The High-Cut (Low-Pass) Filter Switch 1 limits the frequencies of the audio signal inputted to the subwoofer to the
low frequencies that the subwoofer reproduces best. This allows the subwoofer to perform more efficiently, and with superior bass reproduction, minimizing
distortion that might occur if the subwoofer attempted to reproduce higher frequencies. This switch should be left in the ON position, except: 1. When the Sub
Input 4 is being used, in which case it has no effect, or 2. When the Speaker-Level Inputs 7 or the Line-Level Full-Range Inputs 5 are being used with a
crossover or filter aboard the receiver or processor.
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In these two circumstances, place the switch in the OFF position. MIN MAX Subwoofer Level MIN MAX 12 OPERATION Troubleshooting If there is no
sound from any of the speakers: · Check that receiver/amplifier is on and a source is playing. @@@@Make sure all wires are connected. Make sure none of
the speaker wires are frayed, cut or punctured. · Review proper operation of your receiver/amplifier.
@@· Check all wires and connections between receiver/ amplifier and speakers. Make sure all wires are connected. Make sure none of the speaker wires are
frayed, cut or punctured. · In Dolby Digital or DTS® modes, make sure that the receiver/processor is configured so that the speaker in question is enabled.
@@Make sure all wires are connected.
Make sure none of the speaker wires are frayed, cut or punctured. · If more than one pair of main speakers is being used, check the minimum impedance
requirements of your receiver/amplifier. · Make sure the connections to the left and right "Speaker Inputs" have the correct polarity (+ and ). · Make su.

You're reading an excerpt. Click here to read official HARMAN
KARDON HKTS 2 user guide
http://yourpdfguides.com/dref/3931387

Powered by TCPDF (www.tcpdf.org)

