You can read the recommendations in the user guide, the technical guide or the installation guide for INDESIT IWD 5105. You'll
find the answers to all your questions on the INDESIT IWD 5105 in the user manual (information, specifications, safety advice,
size, accessories, etc.). Detailed instructions for use are in the User's Guide.
User manual INDESIT IWD 5105
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Instructions for use INDESIT IWD 5105
Instruction manual INDESIT IWD 5105

You're reading an excerpt. Click here to read official INDESIT IWD
5105 user guide
http://yourpdfguides.com/dref/2671619

Manual abstract:
If the washing machine is sold, transferred or moved, make sure that the instruction manual remains with the machine so that the new owner is able to
familiarise himself/herself with its operation and features. Read these instructions carefully: they contain vital information relating to the safe installation and
operation of the appliance. Levelling the machine correctly will provide it with stability, help to avoid vibrations and excessive noise and prevent it from
shifting while it is operating. If it is placed on carpet or a rug, adjust the feet in such a way as to allow a sufficient ventilation space underneath the washing
machine. Make sure that the washing machine has not been damaged during the transportation process. If it has been damaged, contact the retailer and do
not proceed any further with the installation process. 3. Remove the 3 protective screws (used during transportation) and the rubber washer with the
corresponding spacer, located on the rear part of the appliance (see figure). Connect the supply pipe by screwing it to a cold water tab using a ¾ gas
threaded connection (see figure). Before performing the connection, allow the water to run freely until it is perfectly clear.
2. @@ 3. Make sure that the hose is not folded over or bent. Close off the holes using the plastic plugs provided. 5.
@@ Packaging materials should not be used as toys for children. @@@@ never use second-hand hoses. Use the ones supplied with the machine. Install the
washing machine on a flat sturdy floor, without resting it up against walls, furniture cabinets or anything else. 2.
If the floor is not perfectly level, compensate for any unevenness by tightening or loosening the adjustable front feet (see figure); the angle of inclination,
measured in relation to the worktop, must not exceed 2°. Connect the drain hose, without bending it, to a drainage duct or a wall drain located at a height
between 65 and 100 cm from the floor; The power supply cable must only be replaced by authorised technicians. warning! @@The free end of the hose
should not be underwater. @@@@5 cm height 85 cm depth 52,5 cm from 1 to 5 kg please refer to the technical data plate fixed to the machine maximum
pressure 1 MPa (10 bar) minimum pressure 0. Before plugging the appliance into the electricity socket, make sure that: the socket is earthed and complies
with all applicable laws; the socket is able to withstand the maximum power load of the appliance as indicated in the Technical data table (see opposite); the
power supply voltage falls within the values indicated in the Technical data table (see opposite); the socket is compatible with the plug of the washing
machine. If this is not the case, replace the socket or the plug. Spin speed Energy rated programmes according to regulation EN 60456 Programme 2;
temperature 60°C; using a load of 5 kg. The washing machine must not be installed outdoors, even in covered areas. It is extremely dangerous to leave the
appliance exposed to rain, storms and other weather conditions. When the washing machine has been installed, the electricity socket must be within easy
reach.
This appliance conforms to the following EC Directives: - 89/336/EEC dated 03/05/89 (Electromagnetic Compatibility) and subsequent modifications 2002/96/EC - 2006/95/EC Low Voltage) Description of the washing machine and starting a wash cycle Buttons with indicator lights Button with indicator
light During the wash cycle, the knob does not move. FUNCTION buttons with indicator light: used to select the available functions.
@@@@@@@@@@The illuminated indicator light shows which phase is in progress. @@@@@@If the indicator light is switched off, the DOOR
LOCKED door may be opened. To start the wash cycle from the point at which it was interrupted, press this button again. Standby mode This washing
machine, in compliance with new energy saving regulations, is fitted with an automatic standby system which is enabled after a few minutes if no activity is
detected. This is what they can tell you: Wash cycle phase indicator lights Once the desired wash cycle has been selected and has begun, the indicator lights
switch on one by one to indicate which phase of the cycle is currently in progress. Wash Rinse Spin Drain End of wash cycle Function buttons and
corresponding indicator lights When a function is selected, the corresponding indicator light will illuminate. If the selected function is not compatible with the
programmed wash cycle, the corresponding indicator light will flash and the function will not be activated. @@@@@@@@ 2.
Load the laundry and close the door. @@@@ 9. At the end of the wash cycle the indicator light will switch on. The door can be opened once the DOOR
indicator light turns off. @@The duration of the wash cycles can be checked on the display.
@@@@@@@@@@@@@@@@@@@@@@@@The temperature may be lowered, or even set to a cold wash . @@@@@@The spin speed may be
lowered, or the spin cycle can be excluded altogether by selecting the symbol The washing machine will automatically prevent you from selecting a spin speed
which is higher than the maximum speed set for each wash cycle. The various wash functions available with this washing machine will help to achieve the
desired results, every time. The function is enabled when the corresponding indicator light is illuminated. Note: If the indicator light flashes rapidly, this
signals that this particular function may not be selected in conjunction with the selected wash cycle.
Delay timer To set a delayed start for the selected programme, press the corresponding button repeatedly until the required symbol lights up on the display. to
remove the delay period has been reached. When this option is enabled, the delayed start option press the button until the text "OFF" appears on the display.
This option is enabled with all programmes. Selecting this option enables you to suitably adjust drum rotation, temperature and water to a reduced load of
enables you to wash in lightly soiled cotton and synthetic fabrics (refer to the ""Table of wash cycles"). less time thereby saving water and electricity. We
suggest using a liquid detergent suitably measured out to the load quantity. @@@@@@ empty all garment pockets and check the buttons. @@How much
does your laundry weigh? @@@@@@@@Silk: use special wash cycle 8 to wash all silk garments. We recommend the use of special detergent which has
been designed to wash delianed using a soft cloth soaked in lukewarm soapy water.
Wash it under running water; this operation should be repeated frequently. Unscrew the lid by rotating it anti-clockwise (see figure): a little water may trickle
out. This is perfectly normal; Always leave the porthole door ajar in order to prevent unpleasant odours from forming. 3. Clean the inside thoroughly; 4.
Screw the lid back on; 5. Reposition the panel, making sure the hooks are securely in place before you push it onto the appliance. If there are any cracks, it
should be replaced immediately: during the wash cycles, water pressure is very strong and a cracked hose could easily split open.
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Your washing machine could fail to work. @@The wash cycle does not start.
@@There is no power in the house. The pressure is too low. @@ the free end of the hose is under water (see Installation). The wall drainage system is not
fitted with a breather pipe. If the problem persists even after these checks, turn off the water tap, switch the appliance off and contact the Assistance Service.
If the dwelling is on one of the upper floors of a building, there may be problems relating to water drainage, causing the washing machine to fill with water
and drain continuously. Special anti-draining valves are available in shops and help to avoid this inconvenience. @@@@@@@@There is too much foam.
The detergent is not suitable for machine washing (it should display the text for washing machines or hand and machine wash, or the like). Before calling for
Assistance: Check whether you can solve the problem alone (see Troubleshooting); Restart the programme to check whether the problem has been solved; If
this is not the case, contact an authorised Technical Assistance Centre using the telephone number provided on the guarantee certificate.
Have the following information to hand: the type of problem; the appliance model (Mod. ); the serial number (S/N). This information can be found on the data
plate applied to the rear of the washing machine, and can also be found on the front of the appliance by opening the door. Maºina de spãlat este dotatã cu o
pompã de autocurãþare care nu are nevoie de întreþinere. .
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