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Manual abstract:
KEY TO OFFICE PERFORMANCE: DAY TO DAY PRODUCTIVITY. THE EASY TO USE AND BUILT TO LAST Two simple principles underpin the
KM-3050, KM-4050 and KM-5050. The first is that for technology to be useful, it has to be easy to use. The second is that any mechanical device has to cope
effortlessly with constant use. @@@@@@@@But as with any effective business tool, if it's uncomplicated it immediately becomes the smallest footprint in
their class and are the result of a thorough focus on reducing noise levels in an indispensable part of your armoury. This is where the KM-3050, KM-4050
and KM-5050 excel. every imaginable part of the machine. Reliable, long-life, ECOSYS components are standard as is a Effortlessly simple to operate and
robust enough to handle a wide range of tasks, they raise your docspace-saving internal duplex unit. With a printer that is this refined, you'll have more space
to think ument processing capabilities to a new level. about the kind of things that draw attention to you.
Double-sided colour scanning Scan both sides of a document in full colour in just one pass. User-friendly colour touch panel Clear and easy to read, it leads
you through every task. Colour thumbnail viewing Lets you easily find and preview documents easily before printing and copying. PDF direct printing Print
PDFs direct, either from PC or USB memory stick. 40GB document box as standard Massive hard disk memory lets you save documents on the
multifunctional itself and output them direct without a PC.
Long-life components Durable components increase longevity and reduce downtime. SIMPLE OPERATION The colour touch panel makes the KM-3050,
KM-4050 and KM-5050 so easy to use. A full 8 inches wide, its innovative layout and colour screen ensure operation is simplicity itself. Help keys and a help
guidance function illustrate operational procedures to enable any user to perform the most advanced functions. Documents saved on the device's hard disk
are shown on the panel as colour thumbnails, allowing you to identify the exact pages to be printed, copied or faxed.
The colour touch panel: big, clear and easy to use. A USB port is located just to the right of the colour touch panel, where it's easily accessible. Plug in a
memory stick and PDFs that are stored on it can be printed direct. Convenient and secure too, since it lowers the risk of documents being left at the device
and being seen by a third party. USB port lets you print direct from a USB memory stick. NOT JUST COLOUR SCANNING, BUT DOUBLE-SIDED
COLOUR SCANNING The addition of an optional document processor lets you scan documents in colour. Not only that, it lets you scan both sides of an
original in just one pass. Double-sided colour scanning adds another level of convenience and flexibility to the workplace. MULTITASKING MADE EASY A
new Kyocera architecture allows multiple jobs to be processed simultaneously. For example, it's possible to print while scanning, or send a fax while copying.
@@@@These can then be output directly without a PC. @@@@@@@@@@@@Set password when scanning. 2.
@@@@@@@@@@@@@@@@@@@@Readable in all light conditions, even in direct sunlight. Multi-purpose tray For short print runs or for printing
on transparencies, heavy stock, labels and so on. Easy-to-open paper cassettes Make refilling simple. KM-3050/KM-4050/KM-5050 A3 MONOCHROME
MULTIFUNCTIONALS The KM-3050, KM-4050 and KM-5050 incorporate extremely durable components that guarantee efficient and reliable operation to
meet the demanding requirements of busy office environments. The KM-3050, KM-4050 and KM-5050 increase produc t i vity and maxi mise uptime whilst
ensuring a minimal impact on the environ ment. PRINT FUNCTIONS Processor: PowerPC 750FL / 600 MHz Memory: Standard 512 MB (max. 1 GB) + 80
GB HDD (system shared) Emulations: PCL6 incl.
PJL, KPDL 3 (PostScript 3 compatible) Line Printer, IBM Proprinter X24E, Epson LQ-850, Diablo 630, KC-GL, PDF direct print Controller language:
PRESCRIBE IIe Fonts: 80 outline fonts (PCL6), 136 PostScript KPDL 3 fonts, 1 bitmap font, 45 types of one-dimensional barcodes plus two-dimensional
barcode (PDF-417) Downloadable fonts: Kyocera, PCL + TrueType format, Type 1 + 3 format Features: eMPS for quick copy, proof and hold, private print,
job storage and job management functionality Interfaces Standard interface: High speed bi-directional parallel (IEEE 1284), USB 2.0 (Hi-Speed), USB Host
Interface dedicated for USB Flash Memory device, Fast Ethernet 10-Base-T/ 100Base-TX, CF slot Multiple interface connection (MIC): Allows simultaneous
data transfer via up to four interfaces, with each interface having its own virtual printer. SCAN FUNCTIONS Functionality: Scan-to-SMB/FTP, scan-toemail, scan-to-BOX, network TWAIN, BOX TWAIN Scan speed: 50 originals per minute in b/w (600 dpi/A4), 25 originals per minute in colour (600 dpi/A4)
Scan resolution: 600, 400, 300, 200 x 400, 200 x 100 dpi (256 greyscales, 256 colour)* Max. scan size: A3 Original recognition: Text, photo, text + photo,
OCR Interface: 10Base-T/100Base-TX Network protocol: TCP/IP File types: Mono: TIFF, PDF Colour: JPEG, PDF, TIFF (JPEG) Compression format:
B/W: G4 (MMR), Colour: JPEG Bundle software: KM-NET Viewer, TWAIN source *Colour scanning in resolution of 400dpi and above requires additional
memory. FAX FUNCTIONS (OPTIONAL) Compability: ITU-T Super G3 Modem speed: Max.
33.6 kbps Transmission speed: 3 seconds or less (JBIG) Scanning density: Normal: 8 dot/mm x 3.85 line/mm, Fine: 8 dot/mm x 7.7 line/mm, Superfine: 8
dot/mm x 15.4 line/mm, Ultrafine: 16 dot/mm x 15.
4 line/mm, SUFine: 600 x 600 dpi Max. original size: A3 Compression method: JBIG, MMR, MR, MH Memory: Standard 120 MB, enable fax images back up
Features: Internet fax, network faxing, rotate transmission, confidential, relay and bulletin board transmission delivery to document box OPTIONS Fax
System (M) Paper handling DP-700 Document processor: 100 sheets, 45-160 g/m2, A3-A5R, Folio (RADF), Dual side and colour scan PF-700 Paper feeder:
2 x 500 sheets, 60-105 g/m2, A3, A4, A4R, A5R, B4, B5, B5R, Letter, Letter-R, Legal, Ledger, Folio, STMT PF-750 Paper feeder: Max. 3,000 sheets, 60-105
g/m2, A4, B5, Letter DF-710 Document finisher + AK-700*: Main tray: Max. 3,000 sheets A4 or 1,500 sheets A3 face-down, 60-200 g/m2, A3-B5, Sub tray
left: Max. 200 sheets A4 or 100 sheets A3/B4 face-up, 45-200g/m2, A3-A6R, Sub tray right: Max. 50 sheets A4 face-up, 45-200 g/m2, A4-A6R, Stapling: Max.
@@@@30 sheets A4 or 20 sheets A3 DF-730 Document finisher + AK-700*: Max. @@@@64 pages (16 sheets) booklet folding and stapling, 60-80 g/m2,
cover sheet 60-200 g/m2, A3, B4, A4R JS-700 Job separater: 100 sheets internal job separator, 45-160 g/m2, A3-A5R *Attachment Kit AK-700 is required for
the use of DF-710/ DF-730 document finisher. GENERAL Technology: Kyocera Laser, Mono component Engine speed: KM-3050: Max. 30/20 pages per
minute A4/A3 KM-4050: Max.
40/23 pages per minute A4/A3 KM-5050: Max.
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50/26 pages per minute A4/A3 Resolution: 600 x 600 dpi (copy), 1,800 dpi level x 600 dpi (copy, photo mode), 1,200 dpi quality (print) Time to first copy:
KM-3050: 3.9 seconds or less KM-4050/KM-5050: 3.5 seconds or less Warm-up time: 30 seconds or less from power on Power source: AC 220 ~ 240 V,
50/60 Hz Power consumption: Printing: 1,010 W, Stand-by: 230 W, Power-Saving (ECOpower): 17 W Noise (ISO 7779): Printing: 69 dB(A), Stand-by: 52
dB(A), Power-Saving (ECOpower): Immeasurably low Dimensions (W x D x H): Main unit: 599 x 646 x 745 mm Weight: Main unit: Approx. 85 kg
Certifications: TÜV/GS.
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