You can read the recommendations in the user guide, the technical guide or the installation guide for NILFISK COMBAT ULTRA.
You'll find the answers to all your questions on the NILFISK COMBAT ULTRA in the user manual (information, specifications,
safety advice, size, accessories, etc.). Detailed instructions for use are in the User's Guide.
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Manual abstract:
nilfisk.com 2 1. Telescopic Tube 5. Power Regulation 2. Handle 3. Hose 4. On/Off Switch 7. Floor Brush 6. @@@@Do not operate the vacuum cleaner too
close to heaters and like radiators, cigarette butts etc. 2.
Before you insert the plug into the wall contact, make sure your hand is dry. 3. Before you start using the vacuum cleaner, please remove large or sharp
objects from the floor in order to prevent the paper filter from being damaged. 4. When you want to pull the plug from the wall contact, please do this at the
plug itself and not by means of the electrical cable.
This vacuum cleaner is equipped with a plug and a cable, which rolls up 4 automatically. If anything gets damaged, both the plug and the cable must be
repaired by a Nilfisk service agent. ASSEMBLING VACUUM CLEANER Always remove the plug from the power socket before fitting or removing
accessories! 1.Connecting vacuum cleaner 1. Fitting or removing the flexible hose Fitting: Insert flexible hose into the air intake duct on the front of
appliance.
Press until it clicks into position. Removing : Remove the plug from the power socket. @@Fitting the extension tube to the handle. b. Fitting the extension
tubes. 5 c. @@@@@@@@@@A yellow mark on the power cable shows t he ideal cable length. Don't extend the cable beyond the red mark. 1.Press the
ON/OFF button to switch the appliance on.
2. @@3. @@@@@@1. After removing the flexible tube, handhold handle and press the locking button. 2. Take out the dustcup. 3. Press the lock of
dustcup's lower cover. 9 4. Carry away the dust-glass cap and empty rubbish 5.
If dirty, turn and take out the cone and clean it. 6. Replace the dust compartment subassembly until it is locked. 2. Cleaning and changing the HEPA filter
Filter for air-inlet should be cleaned regularly or before it becomes visible solid.
Clean HEPA for air-let when you find it is full. HEPA for air-inlet and filter for air-outlet are changed. Always operate the cleaner with filters and HEPA
installed. Otherwise, reduced suction or motor damage may be result. Disconnect from electrical outlet, before cleaning filter.
Do not use a washing machine to rinse filter. Do not use hair drier to dry it. 1. Cleaning and changing filter and HEPA for air-inlet (1) Take out HEPA
assembly. 10 (2) Rinse bracket and HEPA in lukewarm water and dry Filter and HEPA completely. (HEPA can be cleaned by a soft brush.) (3) Rinse filter in
lukewarm water and dry filter completely. 3. Changing the exhaust filter 1. Open the cover for exhaust filler.
2. Pull out the filter. 3. Replace it with a new filter. 4. Close the cover for HEPA filler. 11 · If the machine has been used for home renovations. @@Nor will it
cover incorrect or poor configuration, i.e. .
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