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Manual abstract:
NAMES OF PARTS (Open the front flap and keep page 3 visible. 12) Orange lamp Green lamp Film window Battery compartment cover (p. Always try to
keep this clean. Dirt and stains can result in pictures that are unclear and out-of-focus. Wipe off any dirt or stains with a soft cloth. You can shoot, but subject
may be out of focus. While pressing the bottom of the battery compartment cover in direction 1, turn it in direction 2 to open. Make sure the lens barrier is
closed before opening the battery compartment cover. Lights (turns off automatically). Blinks and other indicators are displayed normally.
Battery is low and should be replaced with a new one. Battery is dead and should be replaced with a new one immediately. After about 4 1/2 minutes of
inactivity, the lens retracts and the LCD panel goes out. Do not look at the sun or other strong light sources through the viewfinder. Align the film leader with
the guide line (A), and place the film between the positioning guides (B).
Then close the back cover until it clicks. Slide the back cover release upward to open the back cover. Do not touch the inside of the camera, especially the
lens. 2. Insert the film cartridge until it clicks into position.
Make sure that the green lamp lights; then press the shutter release button all the way to take the picture. After the shutter is released, the film automatically
advances to the next frame. This camera uses a wide multi-autofocus system that makes it easier for the camera to focus on subjects even if they are not in the
center of the viewfinder. Shoot your subject from a distance of 0. @@@@@@@@ the Night Scene Flash takes care of this. The main flash lights the subject
in the foreground while the shutter stays open up to 4 seconds to capture the city lights. You'll need to secure the camera on a tripod or other support to
prevent camera shake (see figure 5 on page 2). When taking flash photos of persons in the dark the flashlight falls into the wide-open iris. There the flashlight
is reflected red from the retina. the Red-Eye Reduction Flash emits a series of low-power pre-flashes before the main flash.
This gives the subject's eyes a chance to adapt to the bright light by making the iris smaller. Assuming that the subject looks into the pre-flashes, the eyes will
not appear red in the picture (see figure 1 on page 2). It takes about 1 second until the shutter releases. Red-eye reduction may not be effective when the
subject: 1. Is not looking at the flash from right in front. Is too far from the camera. Prevents the typical red eyes seen in pictures when shooting at night (see
figure 6 on page 150). Both modes cannot be used with the Spot Metering mode. Do not fire the flash right in front of the eyes of people and animals. The
Flash-Off is needed where flash photos are not allowed or where you want to keep the twilight or candlelight atmosphere unspoiled (see figure 2 on page 2).
Since a slow shutter speed (as low as 2 seconds) is selected, use a tripod to prevent camera-shake. Have your subject stay still; otherwise, blurring may result.
When taking portrait photos in backlight or underneath a tree or roof, the subject's face may look too dark if it's in front of a brighter background. The Fill-In
Flash provides just the right amount of additional light to compensate for the shadow (see figure 3 on page 2) and for fluorescent light. Make sure your
subject is within the flash working range (p.
@@@@@@@@@@@@@@@@@@@@@@@@@@Then press the shutter release button all the way. @@Do not use an instrument with a sharp tip.
@@ 1. @@@@ 3. @@First select the date/time mode you want to print.
press the MODE button. @@Keep the mode you want to print displayed. Date/time is imprinted in the lower right corner of the picture. @@, it may be
difficult to read. When black-andwhite film is used, the date/time may not be printed. Be sure to correct the date and time after the battery has been inserted
or replaced. 1. Keep the MODE button pressed until the "year" indicator starts blinking. If you press the button once, the number on the display will advance
by 1. If you keep the button pressed, the numbers will run in rapid succession.
If you pass the intended number, keep pressing to return to that number. 3. Press the MODE button once more to make the "month" indicator blink. press the
SET button to adjust the "month" indicator. As you press the MODE button, the blinking indicator changes in the order of "year", "month", "day", "hour" and
"minute". None of the indicators will be blinking and date/time correction is now complete. Do not leave the camera in any place exposed to excessive heat,
humidity or direct sunlight -- for example, in a car or on the beach. If the camera gets wet, wipe it with a dry towel. The salt in seawater can be especially
damaging. Do not use organic solvents such as alcohol or paint thinner when cleaning the camera.
@@@@@@@@This can cause mold to grow on the camera as well as other problems. Try to press the shutter release button and check the operation of the
camera before use. Some airport X-ray machines can damage the film in your camera. Try to avoid passing your camera through these machines. Do not
touch the front surface of the flash after using it continuously over a short period as the surface may be hot.
Film speed range: Automatic setting with DX-coded film (ISO50, 100, 200, 400, 800, 1600 or 3200). Other intermediate film speeds will be automatically set
for next lower speed. 5 years, with approx. Se till att ditt motiv inte rör sig; annars finns risk för suddiga bilder. .

You're reading an excerpt. Click here to read official OLYMPUS ?
[MJU:]-III 80 user guide
http://yourpdfguides.com/dref/1085490

Powered by TCPDF (www.tcpdf.org)

