You can read the recommendations in the user guide, the technical guide or the installation guide for ONKYO HTP-358. You'll find
the answers to all your questions on the ONKYO HTP-358 in the user manual (information, specifications, safety advice, size,
accessories, etc.). Detailed instructions for use are in the User's Guide.
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Manual abstract:
0 m SKW-358 En-1 Before Using the Home Cinema Package Using the Rubber Stoppers for a More Stable Platform We recommend using the supplied rubber
stoppers to achieve the best possible sound from your speakers. The rubber stoppers prevent the speakers from moving, providing a more stable platform.
Thin rubber stoppers Using the Floor Pads for Subwoofer If the subwoofer is placed on a hard floor (wood, vinyl, tile, etc. ) and playback is very loud, the
subwoofer’s feet may damage the flooring. To prevent this, place the supplied pads underneath the subwoofer’s feet. The pads also provide a stable base for
the subwoofer. To mount the center speaker horizontally, use the two keyhole slots shown to hang the speaker on two screws that are securely screwed into the
wall. Keyhole slots for wall mounting SKC-391 160 mm Tip Pad Bottom of the SKF-558/ SKR-558 Wall Mounting To mount the front/surround speakers
vertically, use the keyhole slot shown to hang each speaker on a screw that’s securely screwed into the wall.  If the center speaker is tilted, loosen the screw
on the declined side to move upward so that the speaker could be adjusted vertically. @@If you have hollow walls, screw each mounting screw into a stud.
@@@@@@@@@@@@@@@@@@Ideally they should be equally spaced from the listener. @@@@@@@@ • Pay close attention to speaker wiring
polarity. Connect positive (+) terminals to only positive (+) terminals, and negative (–) terminals to only negative (–) terminals. If the speakers are wired
incorrectly, the sound will be out of phase and will sound unnatural.  Be careful not to short the positive and negative wires.
Doing so may damage your amp. Front right speaker Center speaker Front left speaker Red Green White Corner position 1/3 of wall position Purple Blue
Gray Subwoofer Surround right speaker Surround left speaker En-3 Specifications ■ Passive Subwoofer (SKW-358) Type Impedance Maximum input power
Sensitivity Frequency response Cabinet capacity Dimensions (W × H × D) Weight Drivers unit Terminal Other Bass-reflex type Passive subwoofer 6Ω 130 W
82 dB/W/m 30 Hz to 150 Hz 24 L 211 mm × 425 mm × 381 mm (incl. projection) 5. 5 kg 16 cm Cone × 1 Spring type color coded Non-magnetic shielding ■
Center Speaker (SKC-391) Type Impedance Maximum input power Sensitivity Frequency response Cabinet capacity Dimensions (W × H × D) Weight Drivers
unit Terminal Keyhole slot Grille Other Full Range Bass-reflex 6Ω 120 W 80 dB/W/m 80 Hz to 20 kHz 1. 8 kg 8 cm Cone × 1 Spring type color coded
Available Fixed Non-magnetic shielding Note For non-magnetic shielded speakers: Try moving the speakers away from your TV or monitor.
If discoloration should occur, turn off your TV or monitor, wait 15 to 30 minutes, and then turn it back on again. This normally activates the degaussing
function, which neutralizes the magnetic field, thereby removing any discoloration effects. @@@@@@.
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